
This catalog is being provided as a convenience and is for informational purposes only.  The Aurora Bearing Company bears no 
responsibility for the accuracy of the catalog or for that of information presented therein.  Contact the Aurora Bearing Company for answers

 to questions regarding its content. 
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THE MOTION -TRANSFER SPECIALISTS 

EXCLUSIVE:
2D AND 3D CAD DRAWINGS OF AURORA BEARING

ROD END AND SPHERICAL BEARINGS

AEROSPACE – MILITARY – MOTORSPORTS – MARINE
TRANSPORTATION – ATTRACTIONS – PACKAGING

Aurora Bearing has developed a CAD drawing library of its entire catalog offering of Rod End and Spherical Bearings, 
including Mil Spec approved parts.  These 2D and 3D images are importable into most major CAD and solid modeling 
packages, and includes both line drawings and 3D models.

Files are accessible at www.aurorabearing.com.
Try us online… where we’re more than a website, we’re a resource!

The Aurora Bearing website is more than just an Internet location for the Aurora Bearing product catalog.  It allows immediate 
access to:

- exclusive Aurora Bearing CAD drawing library
- technical resources such as industry terms and definitions
- answers to frequently asked technical questions
- reprints of articles regarding rod ends and spherical bearings
- in-depth technical data
- interchange guides for parts used in specialized industries

Basic Information ...............................................................................................................................4-7

Inch Rod End and Spherical Bearings
SPM & SPB Male Rod Ends ................................................................................................................................. 8
SPW & SPG Series Female Rod Ends ................................................................................................................. 9
CM & CB Series Male Rod Ends ......................................................................................................................... 10
CW & CG Series Female Rod Ends .................................................................................................................... 11
VCM & VCB Series Male Rod Ends .................................................................................................................... 12
VCW & VCG Series Female Rod Ends ............................................................................................................... 13
CAM & CAB Series Male Rod Ends .................................................................................................................... 14
VCAM & VCAB Series Male Rod Ends ............................................................................................................... 15
BM & BB Series Male Rod Ends ......................................................................................................................... 16
BW & BG Series Female Rod Ends .................................................................................................................... 17
MM & MB Series Male Rod Ends ........................................................................................................................ 18
MW & MG Series Female Rod Ends ................................................................................................................... 19
XM & XB Series Male Rod Ends ......................................................................................................................... 20
Aurora Bearing Factory ....................................................................................................................................... 21
KM & KB Series Male Rod Ends ......................................................................................................................... 22
KW & KG Series Female Rod Ends .................................................................................................................... 23
SM & SB Series Male Rod Ends ......................................................................................................................... 24
SW & SG Series Female Rod Ends .................................................................................................................... 25
CM-ET & CB-ET Series Stainless Steel Male Rod Ends .................................................................................... 26
CW-ET & CG-ET Series Stainless Steel Female Rod Ends ............................................................................... 27
SM-E & SB-E Series Stainless Steel Male Rod Ends ......................................................................................... 28
SW-E & SG-E Series Stainless Steel Female Rod Ends .................................................................................... 29
Large Bore Series Male Rod Ends ...................................................................................................................... 30
Large Bore Series Female Rod Ends .................................................................................................................. 31
Large Bore Series Male Rod Ends ...................................................................................................................... 32
Large Bore Series Female Rod Ends .................................................................................................................. 33
AM & AB Series Male Rod Ends ......................................................................................................................... 34
AW & AG Series Female Rod Ends .................................................................................................................... 35
XAM & XAB Series Male Rod Ends .................................................................................................................... 36
AM/XAM Series Special Size .............................................................................................................................. 37
RAM, RAB, RXAM, RXAB Series Male Rod Ends .............................................................................................. 38
RAM/RXAM Series Special Size ......................................................................................................................... 39
Performance Racing Series............................................................................................................................40-41
High Misalignment Series Male Rod Ends .......................................................................................................... 42
Linkages .............................................................................................................................................................. 43
COM & HCOM Series Spherical Bearings .......................................................................................................... 44
COM-KH & HCOM-KH Series Spherical Bearings .............................................................................................. 45
COM-E Series Spherical Bearings ...................................................................................................................... 46
LCOM Series Large Size Spherical Bearings...................................................................................................... 47
MIB Series ........................................................................................................................................................... 48 
AIB Series............................................................................................................................................................ 49
SIB Series............................................................................................................................................................ 50
High Misalignment Series Spherical Bearings..................................................................................................... 51
Performance Racing Series............................................................................................................................52-53

Metric Rod End and Spherical Bearings
CM-M & CB-M Series Male Rod Ends - Metric  .................................................................................................. 54
CW-M & CG-M Series Female Rod Ends - Metric   ............................................................................................ 55

Contents

127

Page No.

































































































































































































w
w

w
.a

ur
or

ab
ea

rin
g.

co
m

  •
  

Fa
x 

63
0-

85
9-

09
71

98

ATM-ET & ATB-ET MALE ROD ENDS 
SAE Series AS81935/8 (Right Hand) & AS81935/8 (Left Hand)

SAE NO. AURORA NO.
B

+ .0000
-.0005

W
+ .000
-.002

G ‡
+ .000
-.020

K
+ .005
-.000

P
+ .000
-.005

H
± .005

A
± .010

D
± .010

O
Min.

Ball
Dia.
Ref.

SRight
Hand

Left
Hand

Left
Hand

Right
Hand

DIMENSIONS IN INCHES

	 M81935/8-03	 M81935/8-03L	 ATM-3ET	 ATB-3ET	 .1900	 .281	 .228	 1.315	 .680	 .293	 .5625	 .406	 .896	 .062	 .207
	 M81935/8-04	 M81935/8-04L	 ATM-4ET	 ATB-4ET	 .2500	 .343	 .260	 1.443	 .827	 .364	 .6562	 .500	 .896	 .062	 .207
	 M81935/8-05	 M81935/8-05L	 ATM-5ET	 ATB-5ET	 .3125	 .375	 .291	 1.948	 .984	 .419	 .7500	 .562	 1.308	 .062	 .268
	 M81935/8-06	 M81935/8-06L	 ATM-6ET	 ATB-6ET	 .3750	 .406	 .322	 2.030	 1.131	 .475	 .8125	 .625	 1.308	 .093	 .319
	 M81935/8-07	 M81935/8-07L	 ATM-7ET	 ATB-7ET	 .4375	 .437	 .353	 2.250	 1.294	 .530	 .9062	 .687	 1.402	 .093	 .383
	 M81935/8-08	 M81935/8-08L	 ATM-8ET	 ATB-8ET	 .5000	 .500	 .400	 2.544	 1.459	 .600	 1.0000	 .781	 1.589	 .093	 .445
	 M81935/8-10	 M81935/8-10L	 ATM-10ET	ATB-10ET	 .6250	 .625	 .510	 2.832	 1.763	 .739	 1.1875	 .968	 1.683	 .125	 .541
	 M81935/8-12	 M81935/8-12L	 ATM-12ET	ATB-12ET	 .7500	 .750	 .603	 3.193	 2.140	 .920	 1.4375	 1.187	 1.808	 .125	 .663
	 M81935/8-14	 M81935/8-14L	 ATM-14ET	ATB-14ET	 .8750	 .875	 .713	 3.677	 2.372	 .980	 1.5625	 1.312	 2.121	 .156	 .777
	 M81935/8-16	 M81935/8-16L	 ATM-16ET	ATB-16ET	 1.0000	 1.000	 .807	 3.968	 2.681	 1.118	 1.7500	 1.500	 2.221	 .156	 .900

Max.
Housing

I.D.

Body - PH 13-8 Mo stainless 
steel (AMS 5629), heat treated.

Race - 17-4 Ph stainless steel. 
(AMS 5643), heat treated.

Ball - 440C stainless steel (AMS 
5630), heat treated

Liner - AT 3200 bearing liner, 
permanently bonded to race 
I.D., qualified to SAE-AS81820 
Type A

NOTES:
1.  	 Temperature Range: -65ºF To +325Fº (-54ºC to +163ºC)
2.  	 Keyway, when specified, is compatible with locking devices: AS81935/3 for sizes - 03 thru -08, and NAS 513 for sizes 
	 -10 thru -16
3.  	 AT 3200 Bearing Liner System is qualified for procurement under SAE-AS81820 Type A
4. 	 Rod End Bearings listed are manufactured to conform to the dimensions, materials, and configurations of SAE-AS81935/8 and 
	 are approved for procurement under this specification
5.  	 Non-standard material, dimensional, or configurations (not per the SAE Aerospace Standard Specification) can be provided. 
	 Consult factory for additional information
6.  	 The Rod End Bearings listed are available in non PTFE lined, metal on metal configuration (not per the SAE Aerospace 
	 Standard Specification), as well as with alternate Aurora Bearing PTFE liner systems. Consult factory for additional information

‡ – 03 “G” + .000, –.060
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ATM-ET & ATB-ET MALE ROD ENDS 
SAE Series AS81935/8 (Right Hand) & AS81935/8 (Left Hand)

Body - PH 13-8 Mo stainless 
steel (AMS 5629), heat treated.

Race - 17-4 Ph stainless steel. 
(AMS 5643), heat treated.

Ball - 440C stainless steel (AMS 
5630), heat treated

Liner - AT 3200 bearing liner, 
permanently bonded to race 
I.D., qualified to SAE-AS81820 
Type A

a° 
Misalign.

Angle
Min.

Approx.
Brg.
Wt.
Lbs.

Ult.
Static
Radial
Load
Lbs.

Fatigue
Load
Lbs. 

Axial
Proof
Load
Lbs.

Min. Max.

No Load
Rotational
Breakaway

Torque In-Lbs.
C

± .031
Thread

UNJF-3A

	 .775	 1/4-28	 10	 .045	 3,000	 1,100	 150	 .5	 6	 M81935/8-03	 M81935/8-03L	 ATM-3ET	 ATB-3ET
	 .775	 1/4-28	 10	 .060	 5,300	 1,500	 430	 .5	 6	 M81935/8-04	 M81935/8-04L	 ATM-4ET	 ATB-4ET
	 1.187	 5/16-24	 10	 .100	 8,600	 2,400	 700	 1	 15	 M81935/8-05	 M81935/8-05L	 ATM-5ET	 ATB-5ET
	 1.187	 3/8-24	 9	 .135	 13,000	 3,600	 1,100	 1	 15	 M81935/8-06	 M81935/8-06L	 ATM-6ET	 ATB-6ET
	 1.281	 7/16-20	 8	 .200	 17,800	 5,000	 1,400	 1	 15	 M81935/8-07	 M81935/8-07L	 ATM-7ET	 ATB-7ET
	 1.468	 1/2-20	 8	 .285	 24,200	 6,800	 2,040	 1	 15	 M81935/8-08	 M81935/8-08L	 ATM-8ET	 ATB-8ET
	 1.562	 5/8-18	 8	 .505	 38,500	 10,800	 2,430	 1	 15	 M81935/8-10	 M81935/8-10L	 ATM-10ET	 ATB-10ET
	 1.687	 3/4-16	 8	 .830	 56,600	 16,000	 2,940	 1	 15	 M81935/8-12	 M81935/8-12L	 ATM-12ET	 ATB-12ET
	 2.000	 7/8-14	 8	 1.235	 77,400	 21,900	 3,190	 1	 24	 M81935/8-14	 M81935/8-14L	 ATM-14ET	 ATB-14ET
	 2.100	 1-12	 9	 1.725	 101,400	 28,600	 3,570	 1	 24	 M81935/8-16 	 M81935/8-16L	 ATM-16ET	 ATB-16ET

SAE NO. AURORA NO.

Right
Hand

Left
Hand

Left
Hand

Right
Hand
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ATW-ET & ATG-ET FEMALE ROD ENDS 
SAE Series AS81935/9 (Right Hand) & AS81935/9 (Left Hand)

SAE NO. AURORA NO.
B

+ .0000
-.0005

W
+ .000
-.002

K
Ref.
Dia.

J
± .010

F
+ .010
-.062

P
Max.

C
Min.

Thread
UNJF-3B

Ball
Dia.
Ref.

H
± .005

A
± .010

D
± .010

O
Min.

E
± .010

SRight
Hand

Left
Hand

Left
Hand

Right
Hand

DIMENSIONS IN INCHES

	 M81935/9-03	 M81935/9-03L	 ATW-3ET	 ATG-3ET	 .1900	 .281	 .228	 1.210	 .680	 .293	 .5625	 .329	 .430	 .375	 .188	 .406	 .750	 .625	 1/4-28
	 M81935/9-04	 M81935/9-04L	 ATW-4ET	 ATG-4ET	 .2500	 .343	 .260	 1.338	 .827	 .364	 .6562	 .329	 .430	 .375	 .188	 .500	 .750	 .625	 1/4-28
	 M81935/9-05	 M81935/9-05L	 ATW-5ET	 ATG-5ET	 .3125	 .375	 .291	 1.566	 .984	 .419	 .7500	 .413	 .500	 .437	 .188	 .562	 .875	 .750	 5/16-24
	 M81935/9-06	 M81935/9-06L	 ATW-6ET	 ATG-6ET	 .3750	 .406	 .322	 1.908	 1.131	 .475	 .8125	 .501	 .720	 .625	 .250	 .625	 1.125	 1.000	 3/8-24
	 M81935/9-07	 M81935/9-07L	 ATW-7ET	 ATG-7ET	 .4375	 437	 .353	 2.125	 1.294	 .530	 .9062	 .584	 .720	 .625	 .250	 .687	 1.250	 1.125	 7/16-20
	 M81935/9-08	 M81935/9-08L	 ATW-8ET	 ATG-8ET	 .5000	 .500	 .400	 2.356	 1.459	 .600	 1.0000	 .672	 1.020	 .875	 .375	 .781	 1.375	 1.250	 1/2-20
	 M81935/9-10	 M81935/9-10L	 ATW-10ET	 ATG-10ET	 .6250	 .625	 .510	 2.707	 1.763	 .739	 1.1875	 .845	 1.020	 .875	 .375	 .968	 1.500	 1.375	 5/8-18
	 M81935/9-12	 M81935/9-12L	 ATW-12ET	 ATG-12ET	 .7500	 .750	 .603	 3.193	 2.140	 .920	 1.4375	 1.017	 1.300	 1.125	 .500	 1.187	 1.750	 1.625	 3/4-16
	 M81935/9-14	 M81935/9-14L	 ATW-14ET	 ATG-14ET	 .8750	 .875	 .713	 3.677	 2.372	 .980	 1.5625	 1.187	 1.375	 1.250	 .500	 1.312	 2.062	 1.875	 7/8-14
	 M81935/9-16	 M81935/9-16L	 ATW-16ET	 ATG-16ET	 1.0000	 1.000	 .807	 4.101	 2.681	 1.118	 1.7500	 1.356	 1.590	 1.375	 .500	 1.500	 2.312	 2.125	 1-12

Max.
Housing

I.D.

Body - PH 13-8 Mo stainless 
steel (AMS 5629), heat treated.

Race - 17-4 PH stainless steel 
(AMS 5643), heat treated

Ball - 440C stainless steel (AMS 
5630), heat treated

Liner - AT 3200 bearing liner, 
permanently bonded to race 
I.D., qualified to SAE-AS81820 
Type A

NOTES:
1.  	 Temperature Range: -65ºF To +325Fº (-54ºC to +163ºC)
2.  	 Keyslot, when specified, is compatible with locking devices: AS81935/3 for sizes -03 thru -08, and AS14277, NAS513, and 
	 NAS1193 for sizes -10 thru -16
3.  	 Keyslot designation “K” sizes -03 thru -08 (rounded slot) and sizes -10 thru -16 (square slot)
4.  	 Keyslot for sizes -03 thru -06 have 2 slots oriented perpendicular to the rod end hoop face (see diagram)
5.  	 Keyslot for sizes -07 thru -16 have 4 slots, 2 slots oriented perpendicular to the rod end hoop face (see diagram)
6.  	 AT 3200 Bearing Liner System is qualified for procurement under SAE-AS81820 Type A
7.  	 Rod End Bearings listed are manufactured to conform to the dimensions, materials, and configurations of SAE-AS81935/9 and 
	 are approved for procurement under this specification
8.  	 Non-standard material, dimensional, or configuration specifications (not per the SAE Aerospace Standard Specification) can be 
	 provided. Consult factory for additional information
9.  	 The Rod End Bearings listed are available in non PTFE lined, metal on metal configuration (not per the SAE Aerospace 
	 Standard Specification), as well as with alternate Aurora Bearing PTFE liner systems. Consult factory for additional information
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ATW-ET & ATG-ET FEMALE ROD ENDS 
SAE Series AS81935/9 (Right Hand) & AS81935/9 (Left Hand)

Body - PH 13-8 Mo stainless 
steel (AMS 5629), heat treated.

Race - 17-4 PH stainless steel 
(AMS 5643), heat treated

Ball - 440C stainless steel (AMS 
5630), heat treated

Liner - AT 3200 bearing liner, 
permanently bonded to race 
I.D., qualified to SAE-AS81820 
Type A

R
+ .010
-.000

M
+ .005
-.000

N
+ .005
-.000

M N
a° 

Misalign.
Angle
Ref.

Approx.
Brg.
Wt.
Lbs.

Ult.
Static
Radial
Load
Lbs.

Fatigue
Load
Lbs. 

Axial
Proof
Load
Lbs.

Min. Max.

No Load
Rotational
Breakaway

Torque In-Lbs.

SAE NO. AURORA NO.“K” STYLE KEYSLOT “D” STYLE 
KEYSLOT

Right
Hand

Left
Hand

Left
Hand

Right
Hand

	 -	 .055-.065	 .078	 .062	 .110	 10	 .045	 3,000	 1,100	 150	 .5	 6	 M81935/7-03	 M81935/7-03L	 ASW-3ET	 ASG-3ET
	 -	 .055-.065	 .078	 .062	 .110	 10	 .060	 5,500	 1,300	 430	 .5	 6	 M81935/7-04	 M81935/7-04L	 ASW-4ET	 ASG-4ET
	 -	 .055-.065	 .078	 .062	 .110	 10	 .100	 8,900	 2,000	 700	 1	 15	 M81935/7-05	 M81935/7-05L	 ASW-5ET	 ASG-5ET
	 -	 .055-.065	 .078	 .093	 .110	 9	 .145	 13,400	 3,100	 1,100	 1	 15	 M81935/7-06	 M81935/7-06L	 ASW-6ET	 ASG-6ET
	 -	 .055-.065	 .078	 .093	 .110	 8	 .215	 18,200	 4,200	 1,400	 1	 15	 M81935/7-07	 M81935/7-07L	 ASW-7ET	 ASG-7ET
	 -	 .055-.065	 .078	 .093	 .110	 8	 .305	 24,600	 5,700	 2,040	 1	 15	 M81935/7-08	 M81935/7-08L	 ASW-8ET	 ASG-8ET
	 .125-.130	 .077-.082	 -	 .125	 .110	 8	 .550	 39,500	 9,200	 2,430	 1	 15	 M81935/7-10	 M81935/7-10L	 ASW-10ET	 ASG-10ET
	 .125-.130	 .077-.082	 -	 .125	 .110	 8	 .930	 57,200	 13,500	 2,940	 1	 15	 M81935/7-12	 M81935/7-12L	 ASW-12ET	 ASG-12ET
	 .156-.161	 .086-.091	 -	 .156	 .110	 8	 1.390	 77,800	 18,400	 3,100	 1	 24	 M81935/7-14	 M81935/7-14L	 ASW-14ET	 ASG-14ET
	 .156-.161	 .094-.099	 -	 .156	 .110	 9	 1.975	 101,000	 24,000	 3,570	 1	 24	 M81935/7-16	 M81935/7-16L	 ASW-16ET	 ASG-16ET
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BEARING NO.

DB

L

A .003 T.I.R.

-A-

PTFE Liner
AT 3200

(See Table 2)

A

*Example of weight calculation: AJB-16TA-008: (.031 lb/in) x .250 = .008 lbs.

AJB-TA/-TC STRAIGHT JOURNAL BEARINGS 
SAE-AS81934/1

.030

.020

15° + 2°

.010 MAX. FOR “L”

.375 OR LESS

.025 MAX FOR ALL
OTHER LENGTHS.

DETAIL A



w
w

w
.aurorabearing.com

  •  Fax 630-859-0971

103

“A”
Aluminum alloy AMS-QQ-A-200/3 or AMS-

QQ-A-225/6 (2024T851 or 2024T8511), 
chemical film treatment per MIL-DTL-5541

Corrosion resistant steel, AMS 5643 (17-4 PH) 
Condition H-1150 per AMS-H-6875, Passivated 

per AMS 2700 or ASTM A 967 (Cad, or Zinc-
Nickel plate optional)

AT 3200 Bearing Liner System, permantently 
bonded to bearing I.D. qualified to 

SAE-AS81820 Type A

“C”

“T”

SPECIFICATIONS

Stainless Steel parts (suffix “C”) are available Cadmium plated (Suffix “P”) or Zinc - Nickel plated (Suffix “E”)
Ex.: AJB-4TC-008P or AJB-4TC-008E. Consult factory for full specifications.
Oversize Outside Diameter (dimension “D”) parts per Military spec. suffix “T” (+.010”) and suffix “U” (+.020”) are available
Add suffix “D1” to specify .010” oversize, “D2” to specify .020” oversize. Ex.: AJB-4TC-008D1 or AJB-4TC-008D2.
Consult factory for full specifications. Weight calculations listed are valid for standard Outside Diameter parts only.

AJB-TA/-TC STRAIGHT JOURNAL BEARINGS
SAE-AS81934/1

DASH
NO.

NOMINAL
SIZE

-04 1/4 005 006 007 008 009 010 011 012 014
.156 .187 .218 .250 .281 .312 .343 .375 .437 .500 .562 .625 .687 .750 .875

-05 5/16 005 006 007 008 009 010 011 012 014 016 018
-06 3/8 005 006 007 008 009 010 011 012 014 016 018 020 022
-07 7/16 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-08 1/2 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-09 9/16 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-10 5/8 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-11 11/16 008 009 010 011 012 014 016 018 020 022 024 028
-12 3/4 008 009 010 011 012 014 016 018 020 022 024 028
-14 7/8 008 009 010 011 012 014 016 018 020 022 024 028
-16 1 008 009 010 011 012 014 016 018 020 022 024 028
-18 1 1/8 010 011 012 014 016 018 020 022 024 028
-20 1 1/4 012 014 016 018 020 022 024 028
-22 1 3/8 012 014 016 018 020 022 024 028
-24 1 1/2 012 014 016 018 020 022 024 028
-26 1 5/8 016 018 020 022 024 028
-28 1 3/4 016 018 020 022 024 028
-32 2 016 018 020 022 024 028

-04 1/4
1.000 1.125 1.250 1.375 1.500 1.625 1.750 1.875 2.000 2.125 2.250 2.375 2.500 2.750 3.000

-05 5/16
-06 3/8
-07 7/16
-08 1/2
-09 9/16 032 036
-10 5/8 032 036 040 044
-11 11/16 032 036 040 044 048 052
-12 3/4 032 036 040 044 048 052
-14 7/8 032 036 040 044 048 052
-16 1 032 036 040 044 048 052 056 060
-18 1 1/8 032 036 040 044 048 052 056 060
-20 1 1/4 032 036 040 044 048 052 056 060 064 068
-22 1 3/8 032 036 040 044 048 052 056 060 064 068
-24 1 1/2 032 036 040 044 048 052 056 060 064 068 072 076 080 088
-26 1 5/8 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096
-28 1 3/4 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096
-32 2 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096

TABLE 2A

TABLE 2B
DASH
NO.

NOMINAL
SIZE

Length L +.000
-.010

Length L +.000
-.010
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AJB-TFA/-TFC FLANGED JOURNAL BEARINGS 
SAE-AS81934/2

CRESAlum.

D
+.0000
- .0005

H
+ .000
- .020

B
+.0000
- .0010

Weight*
Lbs./Inch (Ref)

L-1.000

DIMENSIONS IN INCHES
W

+ .000
- .005

AJB-4TFA AJB-4TFC .2515 .3760 .750 .0625 .006 .016 .002 .006
AJB-5TFA AJB-5TFC .3140 .4386 .812 .0625 .007 .019 .003 .007
AJB-6TFA AJB-6TFC .3765 .5012 .875 .0625 .008 .022 .003 .007
AJB-7TFA AJB-7TFC .4390 .5638 .937 .0625 .009 .025 .003 .008

AJB-7TFHA AJB-7TFHC .4390 .5638 .745 .0625 .009 .025 .003 .008
AJB-8TFA AJB-8TFC .5015 .6265 1.000 .0625 .011 .028 .003 .009
AJB-9TFA AJB-9TFC .5640 .6892 1.125 .0625 .012 .031 .004 .011
AJB-10TFA AJB-10TFC .6265 .8142 1.250 .0625 .021 .056 .005 .014
AJB-11TFA AJB-11TFC .6890 .8767 1.375 .0625 .022 .060 .006 .016
AJB-12TFA AJB-12TFC .7515 .9393 1.500 .0625 .024 .065 .007 .020
AJB-14TFA AJB-14TFC .8765 1.0645 1.625 .0625 .028 .075 .008 .022
AJB-16TFA AJB-16TFC 1.0015 1.1898 1.750 .0625 .031 .084 .009 .024
AJB-18TFA AJB-18TFC 1.1265 1.3148 1.875 .0937 .035 .094 .015 .041
AJB-20TFA AJB-20TFC 1.2515 1.4398 2.000 .0937 .038 .103 .016 .045
AJB-22TFA AJB-22TFC 1.3765 1.5648 2.125 .0937 .041 .113 .017 .048
AJB-24TFA AJB-24TFC 1.5015 1.7523 2.250 .0937 .062 .171 .018 .051
AJB-26TFA AJB-26TFC 1.6265 1.8773 2.375 .0937 .067 .183 .020 .055
AJB-28TFA AJB-28TFC 1.7515 2.0023 2.500 .0937 .071 .193 .021 .058
AJB-32TFA AJB-32TFC 2.0015 2.2523 2.750 .0937 .081 .222 .023 .065

D
+ .0005Aluminum Stainless

Steel
CRESAlum. Alum. CRES

Flange
Weight Lbs.

(Ref)

BEARING NO.

Example of weight calculation: AJB-16TFA-016:
Sleeve Weight: (.031 lb/in) x .500 	= .0155 lbs
Flange weight	 = .009 lbs
Total weight	 = .0245 lbs

*

W

H

L

B D

DETAIL A DETAIL B
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AJB-TFA/-TFC FLANGED JOURNAL BEARINGS 
SAE-AS81934/2

“A”
Aluminum alloy AMS-QQ-A-200/3 or AMS-

QQ-A-225/6 (2024T851 or 2024T8511), 
chemical film treatment per MIL-DTL-5541

Corrosion resistant steel, AMS 5643 (17-4 PH) 
Condition H-1150 per AMS-H-6875, Passivated 

per AMS 2700 or ASTM A967 (Cad, or Zinc-
Nickel plate optional)

AT 3200 Bearing Liner System, permantently 
bonded to bearing I.D. qualified to 

SAE-AS81820 Type A

“C”

“T”

SPECIFICATIONS

DASH
NO.

NOMINAL
SIZE

-04 1/4 005 006 007 008 009 010 011 012 014
.156 .187 .218 .250 .281 .312 .343 .375 .437 .500 .562 .625 .687 .750 .875

-05 5/16 005 006 007 008 009 010 011 012 014 016 018
-06 3/8 005 006 007 008 009 010 011 012 014 016 018 020 022
-07 7/16 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-08 1/2 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-09 9/16 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-10 5/8 005 006 007 008 009 010 011 012 014 016 018 020 022 024 028
-11 11/16 008 009 010 011 012 014 016 018 020 022 024 028
-12 3/4 008 009 010 011 012 014 016 018 020 022 024 028
-14 7/8 008 009 010 011 012 014 016 018 020 022 024 028
-16 1 008 009 010 011 012 014 016 018 020 022 024 028
-18 1 1/8 010 011 012 014 016 018 020 022 024 028
-20 1 1/4 012 014 016 018 020 022 024 028
-22 1 3/8 012 014 016 018 020 022 024 028
-24 1 1/2 012 014 016 018 020 022 024 028
-26 1 5/8 016 018 020 022 024 028
-28 1 3/4 016 018 020 022 024 028
-32 2 016 018 020 022 024 028

-04 1/4
1.000 1.125 1.250 1.375 1.500 1.625 1.750 1.875 2.000 2.125 2.250 2.375 2.500 2.750 3.000

-05 5/16
-06 3/8
-07 7/16
-08 1/2
-09 9/16 032 036
-10 5/8 032 036 040 044
-11 11/16 032 036 040 044 048 052
-12 3/4 032 036 040 044 048 052
-14 7/8 032 036 040 044 048 052
-16 1 032 036 040 044 048 052 056 060
-18 1 1/8 032 036 040 044 048 052 056 060
-20 1 1/4 032 036 040 044 048 052 056 060 064 068
-22 1 3/8 032 036 040 044 048 052 056 060 064 068
-24 1 1/2 032 036 040 044 048 052 056 060 064 068 072 076 080 088
-26 1 5/8 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096
-28 1 3/4 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096
-32 2 032 036 040 044 048 052 056 060 064 068 072 076 080 088 096

TABLE 1A

TABLE 1B
DASH
NO.

NOMINAL
SIZE

Length L +.000
-.010

Length L +.000
-.010

Stainless Steel parts (suffix “C”) are available Cadmium plated (Suffix “P”) or Zinc - Nickel plated (Suffix “E”)
Ex.: AJB-4TFC-008P or AJB-4TFC-008E. Consult factory for full specifications.
Oversize Outside Diameter (dimension “D”) parts per Military spec. suffix “T” (+.010”) and suffix “U” (+.020”) are available
Add suffix “D1” to specify .010” oversize, “D2” to specify .020” oversize. Ex.: AJB-4TFC-008D1 or AJB-4TFC-008D2.
Consult factory for full specifications. Weight calculations listed are valid for standard Outside Diameter parts only.
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GMM-M & GMB-M SERIES MALE ROD ENDS 
General Aviation - Precision

F
Drilled 
Hole 

Dia ref

Right
Hand

Left
Hand

Ball
Shoulder

Configuration

B
+ .0015
- .0005

W
+ .000
- .005

H
±.005

A
±.015

D
±.010

O
Shoulder
Dia. Ref.

Ball
Dia.
Ref.

C
Min. Thread

UNF-3A

a° 
Misalign.

Angle

Approx.
Brg. Wt.

Lbs.

Ultimate
Radial
Static 
Load

Capacity 
Lbs.

BEARING NO. DIMENSIONS IN INCHES

	 GMM-3M-470	 GMB-3M-470	 See Detail “A”	 .1900	 .437	 .281	 1.562	 .750	 .315	 .500	 .969	 -	 1/4-28	 17	 2,158	 .05
	 GMM-3M-570	 GMB-3M-570	 See Detail “A”	 .1900	 .437	 .328	 1.375	 .875		  .315	 .500	 .750	 .113	 5/16-24	 10	 2,823	 .07
	 GMM-3M-670	 GMB-3M-670	 See Detail “A”	 .1900	 .437	 .328	 1.375	 .750	 .315	 .500	 .750	 .113	 3/8-24	 10	 2,850	 .08
	 GMM-3M-680	 GMB-3M-680	 See Detail “B”	 .1900	 .500	 .375	 1.812	 .833	 .319	 .593	 1.062	 .136	 3/8-24	 18	 3,269	 .09
	 GMM-4M-470	 GMB-4M-470	 See Detail “B”	 .2500	 .437	 .304	 1.562	 .812	 .353	 .562	 .969	 -	 1/4-28	 18	 2,158	 .07
	 GMM-4M-675	 GMB-4M-675	 See Detail “B”	 .2500	 .484	 .335	 2.312	 .875	 .395	 .625	 1.500	 .136	 3/8-24	 18	 3,160	 .11
	 GMM-4M-680	 GMB-4M-680	 See Detail “B”	 .2500	 .500	 .335	 2.062	 .875	 .375	 .625	 1.500	 .159	 3/8-24	 21	 2,985	 .10

Units are supplied without grease fittings.  When a grease fitting 
is required, specify by adding suffix as designated.
	 Z  Zerk type fitting		  Ex: GMM-3MZ-470
	 F  Flush type fitting		  Ex: GMM-3MF-470

Load ratings apply only to rod ends without grease fittings.  For load 
ratings with fittings, please contact our engineering department.

DETAIL
“A”

DETAIL
“B”

Body - Low carbon steel, 
protective coated for 
corrosion resistance.

Race - Low carbon steel, 
protective coated for 
corrosion resistance.

Ball - Alloy steel, heat 
treated, hard chrome 
plated. 

Notes - Units are 
magnetic particle 
inspected after assembly.
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GMW-M & GMG-M SERIES FEMALE ROD ENDS 
General Aviation - Precision

Right
Hand

Left
Hand†

Ball
Shoulder

Configuration

B
+ .0015
- .0005

W
+ .000
- .005

H
±.005

A
±.015

D
±.010

K
±.010

J
±.010

N
±.005

O
Shoulder
Dia. Ref.

Ball
Dia.
Ref.

C
+ .062
- .031

Thread
UNF-
3B

a° 
Misalign.

Angle

Approx.
Brg. Wt.

Lbs.

Ultimate
Radial
Static 
Load

Capacity 
Lbs.

BEARING NO. DIMENSIONS IN INCHES

	 GMW-3M-470	 GMG-3M-470	 See Detail “A”	 .1900	 .437	 .328	 1.375	 .750	 .468	 .375	 .312	 .315	 .500	 .750	 1/4-28	 10	 2,881	 .06
	 GMW-3M-471	 GMG-3M-471	 See Detail “A”	 .1900	 .437	 .328	 1.062	 .750	 .375	 -	 -	 .315	 .500	 .437	 1/4-28	 10	 2,881	 .05
	 GMW-3M-480	 GMG-3M-480	 See Detail “A”	 .1900	 .500	 .375	 1.375	 .812	 .468	 .375	 .312	 .312	 .562	 .750	 1/4-28	 15	 3,152	 .08
	 GMW-3M-570	 GMG-3M-570	 See Detail “A”	 .1900	 .437	 .328	 1.375	 .750	 .500	 .437	 .312	 .315	 .500	 .750	 5/16-24	 10	 2,881	 .07
	 GMW-4M-470	 GMG-4M-470	 See Detail “B”	 .2500	 .437	 .304	 1.375	 .812	 .468	 .375	 .312	 .353	 .562	 .750	 1/4-28	 18	 2,950	 .08
	 GMW-4M-595	 GMG-4M-595	 See Detail “A”	 .2500	 .593	 .406	 1.469	 .938	 .500	 .437	 .312	 .485	 .687	 .844	 5/16-24	 10	 3,359	 .10

DETAIL
“A”

DETAIL
“B”

Body - Low carbon steel, 
protective coated for 
corrosion resistance.

Race - Low carbon steel, 
protective coated for 
corrosion resistance.

Ball - Alloy steel, heat 
treated, hard chrome 
plated. 

Notes - Units are 
magnetic particle 
inspected after assembly.

Units are supplied without grease fittings.  When a grease fitting is required, 
specify by adding suffix as designated.
	 Z  Zerk type fitting		  Ex: GMW-3MZ-470
	 F  Flush type fitting		  Ex: GMW-3MF-470
Load ratings apply only to rod ends without grease fittings.  For load ratings with 
fittings, please consult our engineering department.

† Left hand units identification groove near end of shank.
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AIRCRAFT AND MILITARY SPECIAL PRODUCTS

Beyond Aurora standard catalog offerings, Aurora Bearing has the capability to design, engineer, and manufacture special 
bearings and linkage assemblies. This is a small sample of items Aurora has produced for Aircraft and Military customers. 
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SPECIAL SIZE RACE CAR PARTS

Aurora  part number Common part number B H W D A Thread Description/note
AM-4T-9 RC04 0.2500 0.281 0.375 0.7500 1.562 5/16-24
AM-6T-6 2057P 0.3750 0.406 0.500 1.0000 1.938 1/2-20

81-8/5834.20213.1526.0005.00573.07-T6-MA
AM-6T-15 1865P 0.3750 0.500 0.625 1.3120 2.438 1/2-20

eye dor diloS61-4/3578.20057.1578.0578.00057.02-21-MA
ecar detaert taeH61-4/3578.20057.1578.0786.00057.022-T21-MA

ATM-8T MNR08U 0.5000 0.395 0.500 1.4590 2.544 1/2-20
ATM-10T MNR10U 0.6250 0.505 0.625 1.7630 2.832 5/8-18

61-4/3578.20057.1578.0395.00757.021-21-MC
COM-8T-7 21CNZ081 0.5000 0.375 0.437 0.8750 Heat treated race
COM-8T-18 3087P 0.5000 0.400 0.750 1.1875
COM-8T-20 1243P 0.5000 0.375 0.437 0.8750 Mild steel race
COM-8T-33 RBJ 205L 0.5000 0.3125 0.437 0.9375 HT race, PTFE lined

skcohS garD0000.1000.1093.00005.054-T8-MOC
COM-10T-18 2280P 0.6250 0.630 0.875 1.3750

0573.1578.0765.00526.023-T01-MOC
munimulA llA5734.1057.0395.00057.043-T21-MOC

CW-M2E-1 2.00 MM 2.24 MM 4.5MM 6.9 MM 12.45MM M3X.5
HAB-3T ABYT-3 0.1900 .210 0.500 0.5625 HAB-3TG = ABYT-3V

HAB-5TG-3 ABYT-5V 0.3125 0.255 0.625 0.6875
5265.1082.1516.00057.011-T21-BAH

HCOM-24ET-8 AKW24V-4010 1.5000 1.500 1.960 2.9170 286,551 RSLC
HXAM-3T ARYT-3 0.1900 .220 0.500 0.8060 1.562 5/16-24

tnemgnilasiM hgiH42-8/3521.20051.1318.0553.00573.04-T6-MAXH
tnemgnilasiM hgiH02-2/1526.20525.1739.0114.00005.08-T8-MAXH

LCOM-8T LS8, RS8 0.5000 0.531 0.687 1.3125
LCOM-10T LS10, RS10 0.6250 0.687 0.875 1.5625

0950.1526.0093.00005.01-IF-B8-M
 kcohs ekib tM0006.0573.0182.00052.04-T4-BIM

02-61/7786.20520.1734.0723.05213.01-T5-MXRP
02-2/1057.20052.1005.0614.00573.04-T6-MXRP
02-2/1005.20542.1265.0254.05734.01-T7-MXRP

PWB-8T-3 RWR08D/E 0.5000 0.500 0.750 1.1250
0573.1057.0526.00057.04-T21-BWP

213.1 aid llaB61-4/3578.20057.1057.0786.00005.05-T8-MAR
521.1 .aid llaB61-4/3578.20057.1057.0265.00005.03-T8-MAXR

41-8/7573.30000.2578.0786.00057.01-T21-MAXR
41-8/7573.30000.2578.0567.00578.01-T41-MAR

CLSR .bl 798,4841-1005.30523.2578.0567.00578.01-T41-MAXR
CLSR .bl 346,00141-1521.40577.2573.1000.10000.11-T61-MAR
CLSR .bl 346,00121-4/1 1521.40577.2573.1000.10000.13-T61-MAR

XAM-6T-1 1560P 0.3750 0.406 0.500 1.3120 2.438 1/2-20
61-4/3578.20057.1057.0265.00005.02-T8-MAX

XAM-8T-5 MNR08U 0.5000 0.406 0.500 1.3120 2.438 1/2-20
81-8/5526.20057.1057.0265.00005.001-T8-MAX
81-8/5526.20005.1057.0265.00005.011-T8-MAX

XCM-8 0.5000 0.453 0.625 1.5000 2.625 5/8-18 2 piece. Lined:VXCM-8

D
W
H

B

A

Thread

D

B

H

W

March 8 2016

Parts commonly used in the race car industry, in non standard sizes and dimensions, along with common part number references. 
While not cataloged with standard parts series, many of these are stocked. Check with dealer or factory for availability.

NOTE:
Dimensions and descritpions are 

for reference only, and may not fully 
reflect part specifications. Check 

catalog or factory for related material 
specifications, tolerances, etc.
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SPECIAL SIZE RACE CAR SPHERICAL BEARINGS 
Parts commonly used in the race car industry, along with common part number references. While not 

cataloged, many of these parts are stocked. Check with dealer or factory for availability

Bearings used in motorsports shock absorbers or dampers, both as standard, and for common special applications.

Dimensions nominal, in inches or metric. Consult factory for more complete dimensions.
These are more commonly used parts. Contact factory for interchange to parts not listed, or for custom specials.

Dimensions are for reference only, and may not fully reflect actual part specifications. Check catalog or factory for related series 
material specificatios, tolerances, etc.

SHOCK ABSORBER BEARINGS

METRIC RACE CAR PTFE LINED SPHERICAL BEARINGS
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TECHNICAL RESOURCES

Information to assist in the installation of rod ends and spherical bearings, and to provide assistance in their usage. Frequently 
asked questions regarding rod ends and spherical bearings are also addressed. 

This information and more can be found at

www.aurorabearing.com
Not Just a Site, A Technical Resource Center
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SUGGESTED HOUSING BORES 
COM, HCOM, MIB, AIB & SIB Spherical Bearings

Min.Max. Min. Max.

BEARING
SERIES

COM
HCOM

	 3	 .5625	 .5619	 .5614	 .5618	 .5612
	 4	 .6562	 .6556	 .6551	 .6555	 .6549
	 5	 .7500	 .7494	 .7489	 .7493	 .7487
	 6	 .8125	 .8119	 .8114	 .8118	 .8112
	 7	 .9062	 .9056	 .9051	 .9055	 .9049
	 8	 1.0000	 .9994	 .9989	 .9993	 .9987	
	 9	 1.0937	 1.0931	 1.0925	 1.0930	 1.0923
	 10	 1.1875	 1.1869	 1.1863	 1.1868	 1.1861
	 12	 1.4375	 1.4369	 1.4363	 1.4368	 1.4361
	 14	 1.5625	 1.5619	 1.5613	 1.5618	 1.5611
	 16	 1.7500	 1.7494	 1.7486	 1.7493	 1.7485

	 16	 2.0000	 1.9994	 1.9986	 1.9993	 1.9985
	 19	 2.3750	 2.3744	 2.3736	 2.3743	 2.3735
	 20	 2.3750	 2.3744	 2.3736	 2.3743	 2.3735
	 24	 2.7500	 2.7494	 2.7486	 2.7493	 2.7485
	 28	 3.1250	 3.1244	 3.1236	 3.1243	 3.1235
	 32	 3.5000	 3.4994	 3.4986	 3.4993	 3.4985

Bearing 
Outside 
Diameter

+.0000
- .0007

DIMENSIONS IN INCHES
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

COM & HCOM Series

Min.Max. Min. Max.

BEARING
SERIES

COM
HCOM

	 3	 14.288	 14.272	 14.260	 14.270	 14.255
	 4	 16.667	 16.652	 16.640	 16.650	 16.634
	 5	 19.050	 19.035	 19.022	 19.032	 19.017
	 6	 20.638	 20.622	 20.610	 20.620	 20.604
	 7	 23.018	 23.002	 22.990	 23.000	 22.985
	 8	 25.400	 25.385	 25.372	 25.382	 25.367
	 9	 27.780	 27.765	 27.750	 27.762	 27.744
	 10	 30.162	 30.147	 30.132	 30.145	 30.127
	 12	 36.512	 36.497	 36.482	 36.495	 36.477
	 14	 39.688	 39.672	 39.657	 39.670	 39.652
	 16	 44.450	 44.435	 44.414	 44.432	 44.412

	 16	 50.800	 50.785	 50.764	 50.782	 50.762
	 19	 60.325	 60.310	 60.289	 60.307	 60.287
	 20	 60.325	 60.310	 60.289	 60.307	 60.287
	 24	 69.850	 69.835	 69.814	 69.832	 69.812
	 28	 79.375	 79.360	 79.339	 79.357	 79.337
	 32	 88.900	 88.885	 88.864	 88.882	 88.862

Bearing 
Outside 
Diameter

+.000
- .018

DIMENSIONS IN MILLIMETERS
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

Min.Max. Min. Max.

BEARING
SERIES

MIB
AIB
SIB

	 4	 .6094	 .6088	 .6083	 .6087	 .6081
	 3	 .5312	 .5306	 .5301	 .5305	 .5299

	 5	 .7500	 .7494	 .7489	 .7493	 .7487
	 6	 .8437	 .8431	 .8426	 .8430	 .8424
	 7	 1.0000	 .9994	 .9989	 .9993	 .9987
	 8	 1.0937	 1.0931	 1.0925	 1.0930	 1.0923
	 10	 1.3125	 1.3119	 1.3113	 1.3118	 1.3111
	 12	 1.5000	 1.4994	 1.4988	 1.4993	 1.4986
	 14	 1.6250	 1.6244	 1.6236	 1.6243	 1.6235
	 16	 2.1250	 2.1244	 2.1236	 2.1243	 2.1235

Bearing 
Outside 
Diameter

+.0000
- .0007

DIMENSIONS IN INCHES
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

MIB, AIB & SIB Series

Min.Max. Min. Max.

BEARING
SERIES

MIB
AIB
SIB

	 3	 13.492	 13.477	 13.465	 13.475	 13.460
	 4	 15.479	 15.464	 15.451	 15.461	 15.446
	 5	 19.050	 19.035	 19.022	 19.032	 19.017
	 6	 21.430	 21.415	 21.402	 21.412	 21.397
	 7	 25.400	 25.385	 25.372	 25.382	 25.367
	 8	 27.780	 27.765	 27.750	 27.762	 27.744
	 10	 33.338	 33.322	 33.307	 33.320	 33.302
	 12	 38.100	 38.085	 38.070	 38.082	 38.064
	 14	 41.275	 41.259	 41.239	 41.257	 41.237
	 16	 53.975	 53.960	 53.939	 53.957	 53.937

Bearing 
Outside 
Diameter

+.000
- .018

DIMENSIONS IN MILLIMETERS
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

A

A

A

A

Dimensions given in the tables below are for bearings fabricated 
of standard race materials.  Should other materials be used, 
consult our engineering department for modification of these 
dimensions.

Tables are representative of Metal to Metal parts, 
please consult our engineering 
department regarding PTFE lined parts.
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SUGGESTED HOUSING BORES 
LCOM & COM-M Spherical Bearings

Min.Max. Min. Max.

BEARING
SERIES

LCOM
Bearing 
Outside 
Diameter

+.0000
- .0007

DIMENSIONS IN INCHES
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

LCOM SERIES COM-M SERIES

A

A

	 3	 .6250	 .6244	 .6239	 .6243	 .6237
	 4	 .7500	 .7494	 .7489	 .7493	 .7487
	 5	 .8750	 .8744	 .8739	 .8743	 .8737

	 7	 1.1875	 1.1869	 1.1863	 1.1868	 1.1861
	 6	 1.0000	 .9994	 .9989	 .999	 .9987

	 8	 1.3125	 1.3119	 1.3113	 1.3118	 1.3111
	 10	 1.5625	 1.5619	 1.5613	 1.5618	 1.5611
	 12	 2.2500	 2.2494	 2.2486	 2.2493	 2.2485
	 12-1	 1.8750	 1.8744	 1.8736	 1.8743	 1.8735
	 16	 2.3750	 2.3744	 2.3736	 2.3743	 2.3735
	 19	 2.6250	 2.6244	 2.6236	 2.6243	 2.6235
	 24	 3.2500	 3.2494	 3.2486	 3.2493	 3.2485
	 30	 4.0000	 3.9994	 3.9986	 3.9993	 3.9985

Min.Max. Min. Max.

BEARING
SERIES

LCOM
Bearing 
Outside 
Diameter

+.000
- .018

DIMENSIONS IN MILLIMETERS
Suggested Housing Bore For Press Fit

of Spherical Bearings

Steel Housing Aluminum Housing

	 3	 15.875	 15.860	 15.847	 15.857	 15.842
	 4	 19.050	 19.035	 19.022	 19.032	 19.017
	 5	 22.225	 22.210	 22.197	 22.207	 22.192
	 6	 25.400	 25.385	 25.372	 25.382	 25.367
	 7	 30.163	 30.148	 30.132	 30.145	 30.127
	 8	 33.338	 33.323	 33.307	 33.320	 33.302
	 10	 39.688	 39.673	 39.657	 39.670	 39.652
	 12	 57.150	 57.135	 57.114	 57.132	 57.112
	 12-1	 47.625	 47.610	 47.589	 47.607	 47.587
	 16	 60.325	 60.310	 60.289	 60.307	 60.287
	 19	 66.675	 66.660	 66.639	 66.657	 66.637
	 24	 82.550	 82.535	 82.514	 82.532	 82.512
	 30	 101.600	 101.585	 101.564	 101.582	 101.562

Min.Max. Min. Max.

BEARING
SERIES
COM-M

Bearing 
Outside 
Diameter

+.000
- .018

DIMENSIONS IN MILLIMETERS
Suggested Housing Bore For Press Fit

of Metric Spherical Bearings

Steel Housing Aluminum Housing

	 3	 12	 11.985	 11.972	 11.982	 11.967
	 5	 16	 15.985	 15.972	 15.982	 15.967
	 6	 18	 17.985	 17.972	 17.982	 17.967
	 8	 22	 21.985	 21.972	 21.982	 21.967
	 10	 26	 25.985	 25.972	 25.982	 25.967
	 12	 30	 29.985	 29.969	 29.982	 29.964
	 14	 34	 33.985	 33.969	 33.982	 33.964
	 16	 38	 37.985	 37.969	 37.982	 37.964
	 18	 42	 41.985	 41.969	 41.982	 41.964
	 20	 46	 45.985	 45.964	 45.982	 45.962
	 22	 50	 49.985	 49.964	 49.982	 49.962
	 25	 56	 55.985	 55.964	 55.982	 55.962
	 30	 66	 65.985	 65.964	 65.982	 65.962

Min.Max. Min. Max.

BEARING
SERIES
COM-M

Bearing 
Outside 
Diameter

+.0000
- .0007

DIMENSIONS IN INCHES
Suggested Housing Bore For Press Fit

of Metric Spherical Bearings

Steel Housing Aluminum Housing

	 3	 .4724	 .4718	 .4713	 .4717	 .4711
	 5	 .6299	 .6293	 .6288	 .6292	 .6286
	 6	 .7087	 .7081	 .7076	 .7080	 .7074
	 8	 .8661	 .8655	 .8650	 .8654	 .8648
	 10	 1.0236	 1.0230	 1.0225	 1.0229	 1.0223
	 12	 1.1811	 1.1805	 1.1799	 1.1804	 1.1797
	 14	 1.3386	 1.3380	 1.3374	 1.3379	 1.3372
	 16	 1.4961	 1.4955	 1.4949	 1.4954	 1.4947
	 18	 1.6535	 1.6529	 1.6523	 1.6528	 1.6521
	 20	 1.8110	 1.8104	 1.8096	 1.8103	 1.8095
	 22	 1.9685	 1.9679	 1.9671	 1.9678	 1.9670
	 25	 2.2047	 2.2041	 2.2033	 2.2040	 2.2032
	 30	 2.5984	 2.5978	 2.5970	 2.5977	 2.5969

These tables are representative of Metal to Metal 
parts, please consult our engineering department 
regarding PTFE lined parts.

A

A
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SUGGESTED HOUSING BORES
Spherical Plain Bearings

BEARING
SERIES
GEZ..ES

GEZ..ES..2RS Bearing Outside Diameter ISO H7 ISO M7 ISO N7 Extra Heavy Press Fit

Suggested Housing Bore For Press Fit of Spherical Plain Bearings

DIMENSIONS IN INCHES

	 008	 .8750	 .8745	 .8758	 .8750	 .8750	 .8742	 .8747	 .8739	 .8743	 .8735
	 010	 1.0625	 1.0620	 1.0633	 1.0625	 1.0625	 1.0617	 1.0622	 1.0614	 1.0610	 1.0620
	 012	 1.2500	 1.2495	 1.2510	 1.2500	 1.2500	 1.2490	 1.2497	 1.2487	 1.2485	 1.2475
	 014	 1.4375	 1.4370	 1.4385	 1.4375	 1.4375	 1.4365	 1.4372	 1.4362	 1.4360	 1.4350
	 016	 1.6250	 1.6245	 1.6260	 1.6250	 1.6250	 1.6240	 1.6247	 1.6237	 1.6235	 1.6225
	 020	 2.0000	 1.9995	 2.0012	 2.0000	 2.0000	 1.9988	 1.9996	 1.9985	 1.9987	 1.9975
	 022	 2.1875	 2.1870	 2.1887	 2.1875	 2.1875	 2.1863	 2.1871	 2.1860	 2.1862	 2.1850
	 024	 2.4375	 2.4370	 2.4387	 2.4375	 2.4375	 2.4363	 2.4371	 2.4360	 2.4362	 2.4350
	 028	 2.8125	 2.8120	 2.8137	 2.8125	 2.8125	 2.8113	 2.8210	 2.8110	 2.8112	 2.8100
	 032	 3.1875	 3.1869	 3.1889	 3.1875	 3.1875	 3.1861	 3.1871	 3.1857	 3.1859	 3.1845
	 036	 3.5625	 3.5619	 3.5639	 3.5625	 3.5625	 3.5611	 3.5621	 3.5607	 3.5604	 3.5590	
	 040	 3.9375	 3.9369	 3.9389	 3.9375	 3.9375	 3.9361	 3.9357	 3.9371	 3.9354	 3.9340
	 044	 4.3750	 4.3744	 4.3764	 4.3750	 4.3750	 4.3736	 4.3746	 4.3732	 4.3729	 4.3715
	 048	 4.7500	 4.7493	 4.7516	 4.7500	 4.7500	 4.7484	 4.7495	 4.7418	 4.7476	 4.7460
	 052	 5.1250	 5.1243	 5.1266	 5.1250	 5.1250	 5.1234	 5.1245	 5.1230	 5.1226	 5.1210
	 056	 5.5000	 5.4993	 5.5016	 5.5000	 5.5000	 5.4984	 5.4995	 5.4980	 5.4976	 5.4960
	 060	 5.8750	 5.8743	 5.8766	 5.8750	 5.8750	 5.8734	 5.8745	 5.8730	 5.8726	 5.8710
	 064	 6.2500	 6.2490	 6.2516	 6.2500	 6.2500	 6.2484	 6.2495	 6.2480	 6.2476	 6.2460
	 068	 6.6250	 6.6240	 6.6266	 6.6250	 6.6250	 6.6234	 6.6245	 6.6230	 6.6226	 6.6210
	 072	 7.0000	 6.9990	 7.0016	 7.0000	 7.0000	 6.9984	 6.9995	 6.9980	 6.9976	 6.9960
	 076	 7.3750	 7.3740	 7.3768	 7.3750	 7.3750	 7.3732	 7.3744	 7.3726	 7.3728	 7.3710
	 080	 7.7500	 7.7490	 7.7518	 7.7500	 7.7500	 7.7482	 7.7494	 7.7476	 7.7478	 7.7460
	 096	 8.7500	 8.7490	 8.7518	 8.7500	 8.7500	 8.7482	 8.7494	 8.7476	 8.7478	 8.7460

Max. Min. Max. Min. Max. Min. Max. Min. Max. Min.

A

BEARING
SERIES

GE..ES
GE..ES..2RS Bearing Outside Diameter ISO H7 ISO M7 ISO N7 Extra Heavy Press Fit

Suggested Housing Bore For Press Fit of Spherical Plain Bearings

DIMENSIONS IN MILLIMETERS

	 12	 22.000	 21.991	 22.021	 22.000	 22.000	 21.979	 21.993	 21.972	 21.982	 21.962
	 15	 26.000	 25.991	 26.021	 26.000	 26.000	 25.979	 25.993	 25.972	 25.962	 25.937
	 17	 30.000	 29.991	 30.021	 30.000	 30.000	 29.979	 29.993	 29.972	 29.962	 29.937
	 20	 35.000	 34.989	 35.025	 35.000	 35.000	 34.975	 34.992	 34.967	 34.962	 34.937
	 25	 42.000	 41.989	 42.025	 42.000	 42.000	 41.975	 41.992	 41.967	 41.967	 41.937
	 30	 47.000	 46.989	 47.025	 47.000	 47.000	 46.975	 46.992	 46.967	 46.967	 46.937
	 35	 55.000	 54.987	 55.030	 55.000	 55.000	 54.970	 54.991	 54.961	 54.967	 54.937
	 40	 62.000	 61.987	 62.030	 62.000	 62.000	 61.970	 61.991	 61.961	 61.967	 61.937
	 45	 68.000	 67.987	 68.030	 68.000	 68.000	 67.970	 67.991	 67.961	 67.967	 67.937
	 50	 75.000	 74.987	 75.030	 75.000	 75.000	 74.970	 74.991	 74.961	 74.967	 74.937
	 60	 90.000	 89.985	 90.035	 90.000	 90.000	 89.965	 89.990	 89.955	 89.967	 89.911
	 70	 105.000	 104.985	 105.035	 105.000	 105.000	 104.965	 104.990	 104.955	 104.967	 104.911
	 80	 120.000	 119.985	 120.035	 120.000	 120.000	 119.965	 119.990	 119.955	 119.967	
	 90	 130.000	 129.982	 130.040	 130.000	 130.000	 129.960	 129.988	 129.948	 129.939	 129.898
	 100	 150.000	 149.982	 150.040	 150.000	 150.000	 149.960	 149.988	 149.948	 149.939	 149.898
	 110	 160.000	 159.975	 160.040	 160.000	 160.000	 159.960	 159.988	 159.948	 159.939	 159.898
	 120	 180.000	 179.975	 180.040	 180.000	 180.000	 179.960	 179.988	 179.948	 179.939	 179.898
	 140	 210.000	 209.970	 210.046	 210.000	 210.000	 209.954	 209.949	 209.940	 209.995	 209.898
	 160	 230.000	 229.970	 230.046	 230.000	 230.000	 229.954	 229.949	 229.940	 229.995	 229.898

Max. Min. Max. Min. Max. Min. Max. Min. Max. Min.

ISO H7 - Fit recommended for light loads where axial displacement is required after installation.
ISO M7 - Press fit where bearing is subjected to combination, reversing, or shock loads.
ISO N7 - Recommended fit when using a light alloy housing (i.e. aluminum).
EXTRA HEAVY PRESS FIT - Recommended fit for applications with extreme shock loads that 
can also tolerate elevated breakaway torques.  A sufficiently rigid housing is assumed.
Tables are representative of Metal to Metal parts, please consult our 
engineering department regarding PTFE lined parts.
For GEG, GEGZ, GEW, GEWZ, GAC, GACZ series, consult factory

A
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SUGGESTED SHAFT SIZES 
Inch Spherical Plain Bearings

Nominal
Bore

ISO f6 ISO g6 ISO h6 ISO m6

Max. Max. Max. Max.Min. Min. Min. Min.

DIMENSIONS IN INCHES

	 .1900	 .1896	 .1893	 .1898	 .1895	 .1900	 .1897	 .1904	 .1902

	 .2500	 .2495	 .2491	 .2498	 .2495	 .2500	 .2496	 .2506	 .2502

	 .3125	 .3120	 .3116	 .3123	 .3119	 .3125	 .3121	 .3131	 .3127

	 .3750	 .3745	 .3741	 .3748	 .3744	 .3750	 .3746	 .3756	 .3752

	 .4375	 .4369	 .4364	 .4373	 .4368	 .4375	 .4371	 .4382	 .4378

	 .5000	 .4994	 .4989	 .4998	 .4993	 .5000	 .4996	 .5007	 .5003

	 .6250	 .6244	 .6239	 .6248	 .6243	 .6250	 .6246	 .6257	 .6253

	 .7500	 .7492	 .7487	 .7497	 .7492	 .7500	 .7495	 .7508	 .7503

	 .8750	 .8742	 .8737	 .8747	 .8742	 .8750	 .8745	 .8758	 .8753

	 1.0000	 .9992	 .9987	 .9997	 .9992	 1.0000	 .9995	 1.0008	 1.0003

	 1.2500	 1.2490	 1.2484	 1.2496	 1.2490	 1.2500	 1.2494	 1.2510	 1.2504

	 1.3750	 1.3740	 1.3734	 1.3746	 1.3740	 1.3750	 1.3744	 1.3760	 1.3754

	 1.5000	 1.4990	 1.4984	 1.4996	 1.4990	 1.5000	 1.4994	 1.5010	 1.5004

	 1.7500	 1.7490	 1.7484	 1.7496	 1.7490	 1.7500	 1.7494	 1.7510	 1.7504

	 2.0000	 1.9988	 1.9981	 1.9996	 1.9989	 2.0000	 1.9993	 2.0012	 2.0004

	 2.2500	 2.2488	 2.2481	 2.2496	 2.2489	 2.2500	 2.2493	 2.2512	 2.2504

	 3.7500	 3.7486	 3.7477	 3.7495	 3.7487	 3.7500	 3.7491	 3.7514	 3.7505

	 2.5000	 2.4988	 2.4981	 2.4996	 2.4989	 2.5000	 2.4993	 2.5012	 2.5004

	 4.0000	 3.9986	 3.9977	 3.9995	 3.9987	 4.0000	 3.9991	 4.0014	 4.0005

	 2.7500	 2.7488	 2.7481	 2.7496	 2.7489	 2.7500	 2.7493	 2.7512	 2.7504

	 4.2500	 4.2486	 4.2477	 4.2495	 4.2487	 4.2500	 4.2491	 4.2514	 4.2505

	 3.0000	 2.9988	 2.9981	 2.9996	 2.9989	 3.0000	 2.9983	 3.0012	 3.0004

	 4.5000	 4.4986	 4.4977	 4.4995	 4.4987	 4.5000	 4.4991	 4.5014	 4.5005

	 3.2500	 3.2486	 3.2477	 3.2495	 3.2487	 3.2500	 3.2491	 3.2514	 3.2505

	 4.7500	 4.7483	 4.7473	 4.7494	 4.7485	 4.7500	 4.7490	 4.7516	 4.7506

	 3.5000	 3.4986	 3.4977	 3.4995	 3.4987	 3.5000	 3.4991	 3.5014	 3.5050

	 5.0000	 4.9983	 4.9973	 4.9994	 4.9985	 5.0000	 4.9990	 5.0016	 5.0006

	 6.0000	 5.9983	 5.9973	 5.9994	 5.9985	 6.0000	 5.9990	 6.0016	 6.0006

Suggested Shaft Size for Spherical Plain Bearings

ISO f6:
Recommended for application where movement of the shaft within the bore of the ball is expected and desired

ISO g6:
Recommended for applications where minor movement is expected or tolerable. Sometimes referred to as “push fit”.

ISO h6:
Recommended for applications where minor movement is not desired but is tolerable. 

ISO m6:
Recommended for applications where movement between shaft and bearing bore is not desired, and an interference fit is 
required. Sometimes referred to as “press fit”. 

NOTE:
Even with m6 fit, under high loads, movement may still occur between shaft and ball bore. 
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SUGGESTED SHAFT SIZES 
Metric Spherical Plain Bearings

ISO f6:
Recommended for application where movement of the shaft within the bore of the ball is expected and desired

ISO g6:
Recommended for applications where minor movement is expected or tolerable. Sometimes referred to as “push fit”.

ISO h6:
Recommended for applications where minor movement is not desired but is tolerable. 

ISO m6:
Recommended for applications where movement between shaft and bearing bore is not desired, and an interference fit is 
required. Sometimes referred to as “press fit”. 

NOTE:
Even with m6 fit, under high loads, movement may still occur between shaft and ball bore. 

SHAFT DESIGN:
It is generally recommended that shafts or pins be heat treated to a surface hardness of HRc 55 minimum, and have a surface 
finish of 32 rms or micro inches aa (arithmetic average). In applications with light loads and interference fit, a fully hardened shaft 
may not be necessary, but is still recommended. Under very heavy loads, an interference fit is no guarantee that there will be no 
movement of the shaft within the ball bore. 

Nominal
Bore

ISO f6 ISO g6 ISO h6 ISO m6

Max. Max. Max. Max.Min. Min. Min. Min.

DIMENSIONS IN MILLIMETERS

	 3	 2.990	 2.982	 2.996	 2.988	 3.000	 2.992	 3.012	 3.004

	 5	 4.990	 4.982	 4.996	 4.988	 5.000	 4.992	 5.012	 5.004

	 6	 5.990	 5982	 5.996	 5.988	 6.000	 5.992	 6.012	 6.004

	 8	 7.987	 7.978	 7.995	 7.986	 8.000	 7.991	 8.015	 8.006

	 10	 9.987	 9.978	 9.995	 9.986	 10.000	 9.991	 10.015	 10.006

	 12	 11.984	 11.973	 11.994	 11.983	 12.000	 11.989	 12.018	 12.007

	 15	 14.984	 14.973	 14.994	 14.983	 15.000	 14.989	 15.018	 15.007

	 17	 16.984	 16.973	 16.994	 16.983	 17.000	 16.989	 17.018	 17.007

	 20	 19.980	 19.967	 19.993	 19.980	 20.000	 19.987	 20.021	 20.008

	 25	 24.980	 24.967	 24.993	 24.980	 25.000	 24.987	 25.021	 25.008

	 30	 29.980	 29.967	 29.993	 29.980	 30.000	 29.987	 30.021	 30.008

	 35	 34.975	 34.959	 34.991	 34.975	 35.000	 34.984	 35.025	 35.009

	 40	 39.975	 39.959	 39.991	 39.975	 40.000	 39.984	 40.025	 40.009

	 45	 44.975	 44.959	 44.991	 44.975	 45.000	 44.984	 45.025	 45.009

	 50	 49.975	 49.959	 49.991	 49.975	 50.000	 49.984	 50.025	 50.009

	 60	 59.970	 59.951	 59.990	 59.971	 60.000	 59.981	 60.030	 60.011

	 120	 119.964	 119.942	 119.988	 119.966	 120.000	 119.978	 120.035	 120.013

	 70	 69.970	 69.951	 69.990	 69.971	 70.000	 69.981	 70.030	 70.011

	 140	 139.957	 139.932	 139.986	 139.961	 140.000	 139.975	 140.040	 140.015

	 80	 79.970	 79.951	 79.990	 79.971	 80.000	 79.981	 80.030	 80.011

	 160	 159.957	 159.930	 159.986	 159.961	 160.000	 159.975	 160.040	 160.015

	 90	 89.964	 89.942	 89.988	 89.966	 90.000	 89.978	 90.035	 90.013

	 100	 99.964	 99.942	 99.988	 99.966	 100.000	 99.978	 100.035	 100.013

	 110	 109.964	 109.942	 109.988	 109.966	 110.000	 109.978	 110.035	 110.013

Suggested Shaft Size for Spherical Plain Bearings
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INSTALLATION OF SPHERICAL BEARING

SPHERICAL BEARING INSTALLATION 
Proper  installation of the bearing is important to prevent bearing failure as well as housing damage.  Under no circumstances 
should a tool that induces shock or impact to the bearing be used.  The use of an arbor press or hydraulic press is recommended.
A tool as shown above (Figure 1) is advised.  All force is to be applied on the bearing race face (not on ball).  A lead chamfer or 
radius on the bearing and/or housing is vital.

HOUSING CHAMFER - GROOVED BEARINGS

Figure 1

STAKING GROOVE TYPES

CHAMFER FOR GROOVE TYPES 

GROOVE TYPE A        .020 ± .005

GROOVE TYPE B        .030 ± .005

GROOVE TYPE C        .050 ± .005
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INSTALLATION OF SPHERICAL BEARING WITH STAKING 
GROOVES TOOLS AND STAKING METHODS

Figure 2

SPHERICAL BEARING INSTALLATION 
The bearings have grooves in each side of the bearing race face, leaving a small lip.  Staking tools (as shown above in Figure 2) 
are then used to stake the lip over the chamfer edges of the housing.  A typical arrangement consists of two identical anvils and 
one guide pin which is secured by a set screw in the bottom anvil.

PROCEDURES

1.  	Install bearing into housing as shown in Figure 1 (pg. 76) and position bearing symmetrical about housing centerline.

2.  	Align bearing with staking tool and guide pin as shown in Figure 2.

3.  	A trial stake assembly should be made to determine staking force necessary to meet thrust load requirements.  Proper 	
	 staking force is required because excessive pressure could result in bearing distortion along with life.

4. 	 Pressure established by trial assembly is to be applied.  After first stake is completed rotate assembly 90° and re-apply. 
	 Repeat operation through a minimum of three rotations to insure 360° uniformity of stake.

5.  	After staking, a slight gap may exist between race lip and housing chamfer.  This slight gap (shown below) may not 
	 be cause for rejection if bearing meets or exceeds thrust loads.
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STAKE AND GROOVE TYPE CHART

GROOVE A

ANC-3TG
ANC-4TG
AWC-3TG
AWC-4TG
AWC-5TG
HAB-3TG
HAB-4TG
HAB-5TG

HAB-5TG-3
HAB-6TG
HAB-7TG
HAB-8TG
PNB-3TG
PNB-4TG
PWB-3TG
PWB-4TG
PWB-5TG

GROOVE B

ANC-5TG
ANC-5TGA
ANC-6TG
ANC-7TG
AWC-6TG
AWC-7TG

AWC-7TGA
AWC-8TG
AWC-9TG
AWC-10TG
HAB-10TG
HAB-12TG
HAB-14TG
PNB-5TG
PNB-6TG
PNB-7TG
PWB-6TG
PWB-7TG 
PWB-8TG
PWB-9TG
PWB-10TG

GROOVE C

ANC-8TG
ANC-9TG

ANC-10TG
ANC-12TG
ANC-14TG
ANC-16TG
AWC-12TG
AWC-14TG
AWC-16TG
PNB-8TG
PNB-9TG

PNB-10TG
PNB-12TG
PWB-12TG
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PTFE LINER SPECIFICATIONS

PTFE LINERS 
PTFE (bonded coated PTFE liner) lined races are available in all three-piece bearing units and all spherical bearings. The steel 
race has a self-lubricating liner; a PTFE impregnated woven fabric, chemically bonded to the inner diameter of the race. Aurora 
Bearing Company’s PTFE Liners are maintenance free and offer improved frictional characteristics. Following are the liners that 
Aurora Bearing Company offers. 
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TEMPERATURE LIMITS

TEMPERATURE LIMITS 
The following is a listing of the ultimate temperatures Aurora Bearing Company standard catalog series are capable of operating 
at. With the exception of the PTFE lined series, all bearings must be well lubricated with a suitable grease to meet the stated 
temperature. 

250º F 

MM-T
MW-T
AM-T
AW-T
CM-ET
CW-ET
MM-MT
MW-MT
AIB-T

COM-T
MIB-T
SIB-T
KM-T
KW-T

HCOM-T
COM-ET

GE…ES-2RS
GEZ…ES-2RS
GE…ET-2RS

GEZ…ET-2RS
ALM-T

XALM-T
RAM-T

RXAM-T
SM-T
SW-T
SM-ET
SW-ET

300º F 

GE
GE…ES

GEZ…ES

400º F 

CM
CW
VCM
VCW
MM
MW
KM
KW
SM
SW

CM-S
CW-S
CM-M
CW-M
MM-M
MW-M
KM-M
KW-M

COM-M
COM

HCOM
MIB

LCOM
XM

ASM(K)
ASW(K)

GMM
GMW
CAM

VCAM
VCAW

325º F 

HXAM-T
HAB-T
PRM-T

PRXM-T
PNB-T/-TG
PWB-T/-TG
ASM(K)-T
ASW(K)-T
ANC-T/-TG
AWC-T/-TG

AJB
ATM(K)-T
ATW(K)-T

ASM(K)-ET
ASW(K)-ET
ATM(K)-ET
ATW(K)-ET

500º F 

AM
AW

AM-M
AW-M

COM-KH
HCOM-KH

AIB
SIB
XAM
RAM

RXAM

600º F 

SM-E
SW-E

COM-E

FOR SERIES NOT LISTED, CONSULT AURORA BEARING COMPANY ENGINEERING DEPARTMENT.
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FREQUENTLY ASKED QUESTIONS

WHAT DIRECTION IS AN AXIAL LOAD APPLIED?
The load is applied through the axis of the ball bore.

WHAT IS THE AXIAL STATIC LOAD CAPACITY OF AURORA BEARING COMPANY’S ROD ENDS?
For Aurora two-piece rod ends, the maximum axial static load capacity is recommended to be 15% of the ultimate radial static load 
capacity.  For three-piece rod ends, the maximum axial static load capacity is recommended to be 10% of the ultimate radial static 
load capacity.  However, on three-piece units, factors such as race material, body material, and dimensions may affect the axial 
static load capacity.  For further information, consult the Aurora Bearing engineering department.

WHAT IS THE AXIAL STATIC LOAD CAPACITY OF AURORA BEARING COMPANY’S SPHERICAL BEARINGS?
The maximum axial static load capacity on Aurora spherical bearings is recommended at 20% of the radial static load.  Extreme care 
should be used on selecting a sufficiently strong housing to accept this type of bearing.

WHAT DIRECTION IS A RADIAL LOAD APPLIED?
The load is applied through the axis of the shank of the male or female body.

IS THERE A SAFETY FACTOR INCLUDED IN THE ULTIMATE RADIAL STATIC LOAD CAPACITY?
You should assume that there is no safety factor.  The bearing will fail at the listed load.

WHAT IS AXIAL PLAY (ENDPLAY)?
The measurement of the total range of movement of the ball inside the insert/body in the axial direction or the clearance measured 
along the axis of the ball bore.

WHAT IS RADIAL PLAY?
The measurement of the total range of movement of the ball inside the insert/body in the radial direction or the clearance measured 
along the axis of the shank of the male or female body.

WHAT MAINTENANCE DO I NEED TO PERFORM ON MY ROD ENDS AND SPHERICAL BEARINGS TO KEEP THEM 
OPERATING PROPERLY?
For metal-to-metal rod ends and spherical bearings, a thin layer of grease applied occasionally to ball outside diameter will assist in 
extending the life of these products.  Rod ends and spherical bearings that are PTFE lined are self-lubricating and are designed to 
be maintenance free and should not be lubricated.

WHAT IS THE MINIMUM THREAD ENGAGEMENT REQUIRED TO SUPPORT THE LISTED LOAD RATINGS IN THE 
AURORA BEARING COMPANY CATALOG?
The minimum thread engagement is 1.5 times the major thread diameter unless otherwise stated.

WHAT IS THE THICKNESS OF THE PTFE LINER?
The thickness of Aurora Bearing Company’s “AT” series PTFE liner is between .012”-.016” thick depending on which liner is chosen. 
(see page 120)

WHAT IS THE MAXIMUM RPM THAT A ROD END OR SPHERICAL BEARING CAN OPERATE AT?
When a rod end or spherical bearing is to be applied in full rotation, the surface speed of the ball should be kept below 20 feet per 
minute or the rotational speed should be below 100 RPM, whichever is lower, with the operating loads not to exceed 10% of the 
ultimate radial static load capacity.

WHAT IS THE OPERATING TEMPERATURE OF AURORA BEARING COMPANY’S PTFE LINED BEARINGS?
Commercial grade liner = -65°F to +250°F
AS8120, Type A liner = -65°F to +325°F
(see pages 120 – 121)

HOW MUCH CORROSION RESISTANCE DOES AURORA BEARING COMPANY’S ZINC PLATED ROD ENDS PROVIDE?
All zinc plated rod ends are plated to meet or exceed the requirements of ASTM B 633.

DOES AURORA BEARING COMPANY OFFER 2D AND 3D DRAWINGS OF THEIR BEARINGS?
Yes, they can be found under the “CAD Drawings” at www.aurorabearing.com. See page 127 for further information

DOES AURORA BEARING COMPANY OFFER CUSTOM OR MADE TO ORDER BEARINGS?
Yes, Aurora Bearing has the ability to manufacture many types of specialty bearings not listed in the catalog.  
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REFERENCE
 Inch / Metric Conversion Table

FRACT. DEC.

INCH
FRACT. DEC.

INCH
FRACT. DEC.

INCH
FRACT. DEC.

INCHMM MM MM MM

		  0.00004	 0.001	 17/64	 0.2656	 6.746		  0.6693	 17.0		  1.3780	 35.0
		  0.00039	 0.01		  0.2756	 7.0	 43/64	 0.6719	 17.066		  1.4173	 36.0
		  0.0010	 0.025	 9/32	 0.2812	 7.1437	 11/16	 0.6875	 17.4625	 1 1/2	 1.5000	 38.1
		  0.0020	 0.051	 19/64	 0.2969	 7.5406	 45/64	 0.7031	 17.859		  1.5354	 39.0
		  0.0030	 0.0762	 5/16	 0.3125	 7.9375		  0.7086	 18.0		  1.5748	 40.0
		  0.00394	 0.1		  0.3150	 8.0	 23/32	 0.7187	 18.256		  1.6535	 42.0
		  0.0050	 0.1270	 21/64	 0.3281	 8.334	 47/64	 0.7334	 18.653	 1 3/4	 1.7500	 44.45
		  0.00984	 0.25	 11/32	 0.3437	 8.731		  0.7480	 19.0		  1.7717	 45.0
		  0.0100	 0.254		  0.3543	 9.0	 3/4	 0.7500	 19.05		  1.8898	 48.0
	 1/64	 0.0156	 0.396	 23/64	 0.3594	 9.1281	 49/64	 0.7656	 19.446		  1.9685	 50.0
	 1/32	 0.0312	 0.793	 3/8	 0.3750	 9.525	 25/32	 0.7812	 19.843	 2	 2.0000	 50.8
		  0.03937	 1.0	 25/64	 0.3906	 9.9219		  0.7874	 20.0		  2.0472	 52.0
	 3/64	 0.0469	 1.191		  0.3937	 10.0	 51/64	 0.7969	 20.240		  2.1654	 55.0
		  0.0591	 1.5	 13/32	 0.4062	 10.318	 13/16	 0.8125	 20.6375		  2.2047	 56.0
	 1/16	 0.0625	 1.5875	 27/64	 0.4219	 10.716	  	 0.8268	 21.0	 2 1/4	 2.2500	 57.15
	 5/64	 0.0781	 1.984		  0.4331	 11.0	 53/64	 0.8281	 21.034		  2.3622	 60.0
		  0.0787	 2.0	 7/16	 0.4375	 11.1125	 27/32	 0.8437	 21.431	 2 1/2	 2.5000	 63.5
	 3/32	 0.0937	 2.381	 29/64	 0.4531	 11.509	 55/64	 0.8594	 21.828		  2.5197	 64.0
		  0.0984	 2.5	 15/32	 0.4687	 11.906		  0.8661	 22.0	 2 3/4	 2.7500	 69.85
		  0.1000	 2.54		  0.4724	 12.0	 7/8	 0.8750	 22.225		  2.8346	 72.0
	 7/64	 0.1094	 2.778	 31/64	 0.4844	 12.303	 57/64	 0.8906	 22.621		  2.9528	 75.0
		  0.1181	 3.0	 1/2	 0.5000	 12.7		  0.9055	 23.0	 3	 3.0000	 76.2
	 1/8	 0.1250	 3.175		  0.5118	 13.0	 29/32	 0.9062	 23.018		  3.1496	 80.0
		  0.1387	 3.5	 33/64	 0.5156	 13.096	 59/64	 0.9219	 23.416	 3 1/4	 3.2500	 82.55
	 9/64	 0.1406	 3.571	 17/32	 0.5312	 13.493	 15/16	 0.9375	 23.8125	 3 1/2	 3.5000	 88.9
	 5/32	 0.1562	 3.968	 35/64	 0.5469	 13.891		  0.9449	 24.0		  3.5433	 90.0
		  0.1575	 4.0		  0.5512	 14.0	 61/64	 0.9531	 24.209	 3 3/4	 3.7500	 95.25
	 11/64	 0.1719	 4.366	 9/16	 0.5625	 14.2875	 31/32	 0.9687	 24.606		  3.9370	 100.0
		  0.1772	 4.5	 37/64	 0.5781	 14.684		  0.9843	 25.0	 4	 4.0000	 101.6
	 3/16	 0.1875	 4.7625		  0.5906	 15.0	 63/64	 0.9844	 25.003	 4 1/4	 4.2500	 107.95
		  0.1969	 5.0	 19/32	 0.5937	 15.081	 1	 1.0000	 25.4		  4.3307	 110.0
	 13/64	 0.2031	 5.159	 39/64	 0.6094	 15.478		  1.0630	 27.0	 4 1/2	 4.5000	 114.3
	 7/32	 0.2187	 5.556	 5/8	 0.6250	 15.875		  1.1024	 28.0		  4.7244	 120.0
	 15/64	 0.2344	 5.953		  0.6299	 16.0		  1.1811	 30.0	 4 3/4	 4.7500	 120.65
		  0.2362	 6.0	 41/64	 0.6406	 16.271	 1 1/4	 1.2500	 31.75	 5	 5.0000	 127.0
	 1/4	 0.2500	 6.35	 21/32	 0.6562	 16.668		  1.2992	 33.0	 5 1/2	 5.5000	 139.7

Most commonly used conversions in Bold.

Inches	 x 25.4	 = Millimeters

Millimeters	 x .03937	= Inches

Sq. Inches	 x 6.4515	= Sq. Centimeters

Sq. Centimeters	x .155	 = Sq. Inches

Pounds	 x .4536	 = Kilograms

Kilograms	 x 2.2046	= Pounds

Lbs. per In.2	 x .0703	 = kg per cm2

kg per cm2	 x 14.2231= Lbs. per In.2

Pounds(Force)	x 4.448	 = Newtons

Newtons	 x .2248	 = Pounds(Force)

Temperature Conversion (Approximate)

	 Degrees C = (Degrees F -32)(.5556)

	 Degrees F = (Degrees C)(1.8)+ 32

INCH/METRIC CONVERSION FACTORS
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ENGINEERING INFORMATION

STEEL DESIGNATION CROSS REFERENCE TABLE

ALUMINUM DESIGNATION CROSS REFERENCE TABLE

Thread 
size

Root
Dia.

Size or
Number

Decimal
Equiv.

Screw Thread Commercial
Tap Drills

TAP DRILL SIZES FOR INCH THREADS

6-32
10-32
1/4-28
5/16-24
3/8-24
7/16-20
1/2-13
1/2-20
5/8-11
5/8-18
3/4-16
7/8-14
1-12
1-14

1 1/4-12
1 1/2-12
1 3/4-12

2-12

0.0834
0.1469
0.2036
0.2584
0.3209
0.3726
0.4001
0.4351
0.5069
0.5528
0.6688
0.7822
0.8918
0.9072
1.1418
1.3918
1.6050
1.8557

36
22
3
I
Q

25/64
27/64
29/64
17/32
37/64
11/16
13/16
59/64
15/16

1 11/64
1 27/64
1 21/32
1 29/32

0.1065
0.1570
0.2130
0.2720
0.3320
0.3906
0.4219
0.4531
0.5312
0.5781
0.6875
0.8125
0.9219
0.9375
1.1719
1.4219
1.6563
1.9063

TAP DRILL SIZE
METRIC THREADS

THREAD
SIZE/TAP

METRIC
DRILL SIZE

M3 X 0.5
M5 X 0.8
M6 X 1.0
M8 X 1.0
M8 X 1.25
M10 X 1.25
M10 X 1.5
M12 X 1.25
M12 X 1.75
M14 X 1.5
M14 X 2.0
M16 X 1.5
M16 X 2.0
M18 X 1.5
M20 X 1.5
M20 X 2.5
M22 X 1.5
M24 X 2.0
M30 X 2.0 

2.50
4.20
5.00
7.00
6.80
8.80
8.50
10.80
10.20
12.50
12.00
14.50
14.00
16.50
18.50
17.50
20.50
22.00
28.0

These tables above are to be used as a guides only.  Consult the appropriate reference to determine best size based on fit 
requirements, materials used, etc.

	 USA	 BRITAIN	 EU	 CHINA	 GERMANY	 ITALY	 JAPAN
	 AA	 B.S.	 DIN 17007	 GB	 DIN 1700	 UNI	 JIS
	 2014	 H15	 3.1255	 LD20	 AlCuSiMn	 “P-AlCu4,4SiMnMg”	 A2014
	 2024	 2L97/98	 3.1355	 LY12	 AlCuMg2	 “P-AlCu4,5MgMn”	 A2024
	 6061	 H20	 3.3211	 LD30	 AlMg1SiCu	 P-AlMg1SiCu	 A6061	
	 7075	 2L95/96	 3.4365	 LC9	 AlZnMgCu1.5	 “P-AlZn5,8MgCu”	 A7075

	 USA	 BRITAIN	 EU	 CHINA	 GERMANY	 ITALY	 JAPAN	
	 AISI	 B.S. 970	 EN	 GB	 DIN	 UNI	 JIS	
	 1015	 040A15	 32C	 15	 Ck15	 C15 	 S15C	
	 1018	 080A15	 32B	 20Mn	 C16.8	 1C15	 S18C	
	 1022	 120M19			   20Mn5	 G22Mn3	 S20C	
	 1045	 080A47	 43B	 45	 C45	 C45	 S45C	
	 1144	 212M44		  Y40Mn	 45S20	 CF44SMn28	 SUM43	
	 1215	 230M07	 1B	 Y13	 9SMn36		  SUM23	
	 4130	 708A30		  25CrMo4	 25CrMo4	 25CrMo4	 SCM420
	 4140	 708M40	 19	 42CrMo	 41CrMo4	 41CrMo4	 SCM440
	 4340	 817M40	 24	 40CrNiMoA	 34CrNiMo6	 35NiCrMo6 KB	 SNCM447
	 52100	 534A99	 31	 GCr15	 100Cr6	 100Cr6	 SUJ2	
	 303	 303S21	 X8CrNiS18-9	 Y1Cr18Ni9	 X10CrNiS18-9	 X10CrNiS 18 09	 SUS303	
	 410	 410S21	 56A	 1Cr13	 X15Cr13		  SUS410	
	 440C	 A-1b	 9Cr18	 X105CrMo17		  SUS440C	
	 17-4				    X5CrNiCuNb1714		  SUS80	

These tables are to be used as a guides to assist in finding comparable metal designations only.  True interchange can be 
determined only by comparing chemical composition, mechanical properties, and manufacturing technologies.
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TERMS TRANSLATIONS

A guide to translate common rod end industry terms from English to noted language. This is a guide only. Consultation with 
appropriate language refrences is recomended for best accuracy.

		 English	 French	 German	 Italian	 Portugese	 Spanish

		 Aerospace	 Aérospatial	 Luftfahrt 	 Aerospaziale 	 Aeroespacial 	 Aeroespacial

		 Aluminum 	 Aluminium 	 Aluminium 	 Alluminio 	 Aluminio 	 Aluminio

		 Axial 	 Axiale 	 Axial 	 Assiali 	 Axial 	 Axial

		 Ball	 Bague  interieure	 Innenringe 	 Anello Interno 	 anel intero 	 Esfera

		 Body	 Corps 	 Gehaeuse 	 Testa 	 Corpo 	 cuerpo

	A	 Base to Center	 base pour centrer longueur	 Abstand, Unterseite zur Mitte	 lunghezza, da base al centro	 distância, base ao centro	 altura, base a centro

	B	 Bore	 Alesages 	 Bohrung 	 foro 	 Furo 	 agujero

		 Commercial 		  Kommerziell 	 uso generico 	 Comercial 	 Comercial

		 Chrome plate 	 chromage 	 verchromt 	 cromatura 	 Placa do cromo 	 cromado

	D	 Diameter 	 Diametre 	 Durchmesser 	 Diametro 	 Diametro 	 Diametro

		 Female thread 	 Filetages Femelle 	 Innengewinde 	 Filettatura intera 	 Rosca Femea 	 rosca hembra

		 Grease Fitting 	 Graisseur 	 Schmiernippel 	 Ingrassatore 	 lubrificador 	 lubricador

	H 	 Head or Race Width	 largeur de logement 	 Gehaeusebreite / Lagersschalenbreite	 spessore testa / spessore boccola 	largura externa do anel	 anchura de la pista

		 Industrial grade	 Industriel 	 Industrie-Qualitaet 	 qualità industriale 		  Industrial

		 Keyway	 Rainure de Clavette 	 Keilnute 	 Scanalatura 		  cunero

		 Left Hand 	 gauche 	 Links 	 sinistra	 inversa 	 Rosca izquierda

		 Load capacity	 capacite de charges 	 belastbar 	 capacità di carico 	 Capacidade da carga 	 Capacidad de Carga

		 Male thread 	 Filetages male 	 Aussengewinde 	 maschio filettato 	 Rosca macho 	 Rosca macho

		 Military Specification 	 Spécifications Militaires 	 Militär-Vorschrift 	 Specifica Militare 	 Especificação Militar 	 Especificacion Militar

	á	 Misalignment	 angulaires 	 Kippwinkel	 ribaltamento 	 inclinacao 	 desalineamiento

		 Race 	 Logement 	 Lagerschale 	 boccola / anello esterno 	 anel externo 	 Pista

		 Radial 	 Radiale 	 Radial 	 Radiali 	 Radial 	 Radial

		 Right Hand 	 Normes, Droite 	 Rechts 	 a destra 	 normal 	 Rosca Derecha

		 Radial Static Load Capacity	 charge statique 	 statische Tragzahl 	 Carico Statico 	 Capacidades de carga estatica 	 Carga radial maxima

		 Rod end 	 Embouts 	 Gelenkkopf, pl. Gelenkkoepfe 	 Teste a Snodo 	 Terminais Rotulares 	 Cabezas de articulación

		 Spherical bearing	 Rotules 	 Gelenklager 	 Snodi Sferici 	 Rotulas 	 Rotula Esferica

		 Stainless steel	 Acier Inoxydable 	 Rostfrei 	 Acciaio inox 	 Aco inox 	 Acero inoxidable

		 Steel	 Acier 	 Stahl 	 Acciaio 	 Aco 	 Acero

		 Thread 	 Filetage 	 Gewinde 	 Filettatura 	 Rosca 	 Rosca

	C	 Thread Length 	 longueur du filetage 	 Gewindelaenge 	 lunghezza del filetto 	 comprimento da rosca 	 Longitud de Rosca

	W	 Width of ball	 largeur bille 	 Innenringbreite 	 spessore anello interno 	 largura interna do anel 	 anchura de la esfera
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TERMS TRANSLATIONS

Grease Fitting

Male
Thread

Grease Fitting

Female 
Thread

Male Rod End Female Rod End

Spherical Bearing

Axial Radial
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THE MOTION -TRANSFER SPECIALISTS 

EXCLUSIVE:
2D AND 3D CAD DRAWINGS OF AURORA BEARING

ROD END AND SPHERICAL BEARINGS

AEROSPACE – MILITARY – MOTORSPORTS – MARINE
TRANSPORTATION – ATTRACTIONS – PACKAGING

Aurora Bearing has developed a CAD drawing library of its entire catalog offering of Rod End and Spherical Bearings, 
including Mil Spec approved parts.  These 2D and 3D images are importable into most major CAD and solid modeling 
packages, and includes both line drawings and 3D models.

Files are accessible at www.aurorabearing.com.
Try us online… where we’re more than a website, we’re a resource!

The Aurora Bearing website is more than just an Internet location for the Aurora Bearing product catalog.  It allows immediate 
access to:

- exclusive Aurora Bearing CAD drawing library
- technical resources such as industry terms and definitions
- answers to frequently asked technical questions
- reprints of articles regarding rod ends and spherical bearings
- in-depth technical data
- interchange guides for parts used in specialized industries

Basic Information ...............................................................................................................................4-7

Inch Rod End and Spherical Bearings
SPM & SPB Male Rod Ends ................................................................................................................................. 8
SPW & SPG Series Female Rod Ends ................................................................................................................. 9
CM & CB Series Male Rod Ends ......................................................................................................................... 10
CW & CG Series Female Rod Ends .................................................................................................................... 11
VCM & VCB Series Male Rod Ends .................................................................................................................... 12
VCW & VCG Series Female Rod Ends ............................................................................................................... 13
CAM & CAB Series Male Rod Ends .................................................................................................................... 14
VCAM & VCAB Series Male Rod Ends ............................................................................................................... 15
BM & BB Series Male Rod Ends ......................................................................................................................... 16
BW & BG Series Female Rod Ends .................................................................................................................... 17
MM & MB Series Male Rod Ends ........................................................................................................................ 18
MW & MG Series Female Rod Ends ................................................................................................................... 19
XM & XB Series Male Rod Ends ......................................................................................................................... 20
Aurora Bearing Factory ....................................................................................................................................... 21
KM & KB Series Male Rod Ends ......................................................................................................................... 22
KW & KG Series Female Rod Ends .................................................................................................................... 23
SM & SB Series Male Rod Ends ......................................................................................................................... 24
SW & SG Series Female Rod Ends .................................................................................................................... 25
CM-ET & CB-ET Series Stainless Steel Male Rod Ends .................................................................................... 26
CW-ET & CG-ET Series Stainless Steel Female Rod Ends ............................................................................... 27
SM-E & SB-E Series Stainless Steel Male Rod Ends ......................................................................................... 28
SW-E & SG-E Series Stainless Steel Female Rod Ends .................................................................................... 29
Large Bore Series Male Rod Ends ...................................................................................................................... 30
Large Bore Series Female Rod Ends .................................................................................................................. 31
Large Bore Series Male Rod Ends ...................................................................................................................... 32
Large Bore Series Female Rod Ends .................................................................................................................. 33
AM & AB Series Male Rod Ends ......................................................................................................................... 34
AW & AG Series Female Rod Ends .................................................................................................................... 35
XAM & XAB Series Male Rod Ends .................................................................................................................... 36
AM/XAM Series Special Size .............................................................................................................................. 37
RAM, RAB, RXAM, RXAB Series Male Rod Ends .............................................................................................. 38
RAM/RXAM Series Special Size ......................................................................................................................... 39
Performance Racing Series............................................................................................................................40-41
High Misalignment Series Male Rod Ends .......................................................................................................... 42
Linkages .............................................................................................................................................................. 43
COM & HCOM Series Spherical Bearings .......................................................................................................... 44
COM-KH & HCOM-KH Series Spherical Bearings .............................................................................................. 45
COM-E Series Spherical Bearings ...................................................................................................................... 46
LCOM Series Large Size Spherical Bearings...................................................................................................... 47
MIB Series ........................................................................................................................................................... 48 
AIB Series............................................................................................................................................................ 49
SIB Series............................................................................................................................................................ 50
High Misalignment Series Spherical Bearings..................................................................................................... 51
Performance Racing Series............................................................................................................................52-53

Metric Rod End and Spherical Bearings
CM-M & CB-M Series Male Rod Ends - Metric  .................................................................................................. 54
CW-M & CG-M Series Female Rod Ends - Metric   ............................................................................................ 55

Contents

127

Page No.



This catalog is being provided as a convenience and is for informational purposes only.  The Aurora Bearing Company bears no 
responsibility for the accuracy of the catalog or for that of information presented therein.  Contact the Aurora Bearing Company for answers

 to questions regarding its content. 
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